
PRODUCT DATA

Generic Description                                       

General Information                                    

specifically  developed for highly  deviated or horizontal 
coiled tubing operations.  

and will adhere tenaciously  to casing, drill motors and the 
tubing string.  This guarantees that the lubricant will be 
concentrated exactly  where it  is needed, between the 
pipe and the casing.   The pipe can then slide effectively 
without excessive loss of weight to the bit.  

differential sticking, and protects the pipe from corrosion.  

Suggested Use                                   

The extreme efficiency  of  this  product allows for low use 
levels.  Maitain the system with additions of  1/4 - 1/2 gpt.  
As conditions dictate, sweep hole with 5 gallons of 

s-l-o-w-l-y  as close to the suction line as possible.  

Typical Physical Properties                          

Density,  (lbs/Gal)        8.10 – 8.20

Flash Point, °F (TCC)                                      >200

Pour Point, °F                                                     < 0

pH,  ( neat)                                                        4 - 7

Solubility
 Fresh Water                              Dispersible

 High TDS Brine        Dispersible

 Isopropanol                           Soluble

               Xylene                                           Soluble

_____________________________________________

Shipping and Handling

Non-Regulated / Non-Hazardous

P

               Form, @ 70°F    Liquid

Thermalube sulfurized tall oil 

Rockwater Energy Solutions, 12032 Hwy 155, Tyler TX 79708  
Recommendations given in this bulletin are based on tests believed to be reliable. However, the use of the information is beyond the control of Rockwater Energy Solutions,
 and no guarantee, expressed or implied is made to the results obtained if not used in accordance with directions or established safe practice. The buyer must assume 
all responsibility, including injury or damage from the misuse of the product as such, or in combination with other materials. This bulletin is not to be taken as a license 
to operate under or recommendation to infringe any patent.

Harsh Environment Lubricant for Pipe

OF-2339 Thermalube

OF-2339 Thermalube

Thermalube 2339  is a High-Tech lubricant concentrate 

Thermalube 2339  has a high affinity  for metal surfaces, 

Thermalube 2339  reduces torque and drag, prevents
Thermalube 2339 is  available in 5 gallon pails and 275 
gallon totes. 

Avoid prolonged contact  with skin.  In case of  skin or 
eye contact,  flush exposed area with copious  amounts 
of  water.  A material safety  data sheet  outlining proper 
handling of  this  product is available upon request, or will 
be forwarded upon the purchase of Thermalube 2339. 
Store between 40°F - 120°F.

Thermalube 2339 per 10 bbl pill.  Always add the product 

Thermalube 2339  is an oil soluble product




